
Stat&f Utah
DEPARTMENT OF NATTIRAL RESOIIRCES
DIVISION OF OIL. GAS AND MINING

Ig'
Michael O. Leavitt

Ciovelnd

Ted Stewart
Executive Director

Jades W. Carter
Divisi@ Director

355 W€sl North Tsmple

3 Triad Conter, Suito 350

salt Lake city, ulah 84180-'1203

801-538-5340

801-359-3940 (Fax)

801-538-s319 (TOD)

''*si 
.o

,r . s _-.3{ !(.r'
' t ,. 

-t'*,

October 28' L993

I!tr. James A. Sittner
croup Mine Engineer
USMX of Utatr, IncorPorated
141 Union Boulevard, Suite 1"00

Lakewood, Colorado 80224

Re:

Dear Mr. Sittner:

I am providinq this Letter to you a? a follow-up to our
telephone discussions on october 1-5, 1993',regardlng
clarification of our requirements for outslope angles on heap
Leach paals. your question" were directed more specifically
["oiia-u"y oi.'i"iori rules, performance standards, policies-or
gruideline documents that itoufa be applicable to these outslope
angles during oSrerations.

After reviewing atl pertinent rules and related perrnitting
requirements/recomm6ndati6ns, I could find no reference to slope
;,ii" requirlrnents that would be applicable to heaps during
operations.

The Division recornmends that regraded sTopes be left at
angles not exceedinq z.5h:lv (preferibly 3h:1Y).'- Rule R647-4-
111".5 requires that slopes be regraded Lo a stable configuration
and be sloped to rninini-ze safety hazards and erosion while
providing ior successful reclarnation'

I hope this satisfies your request for c|llification of this
issue. Please call rne if I can provide any additional
infornation in this regard-
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